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• ONYX Pro 3GR
• ONYX Pro 2GR

• ONYX 3GR
• ONYX 2GR

• ONYX Mini 2GR
Versions

ONYX & ONYX PRO
TRADITIONAL ESPRESSO O

N
YX &

 O
N

YX PRO

ONYX Pro 3GR

ONYX Pro 2GR

ONYX 3GR

ONYX 2GR

ONYX Mini 2GR

Born from a heritage of excellence in espresso machines and a history of pursuing innovative 
solutions that push coffee technology further, we are very proud to introduce ONYX -the 
professional-grade premium espresso machine that defines attainable luxury and lets you 
express your own personal style.

Description

As intuitive, as attractive

Features ONYX Pro

Features ONYX

• Multiboiler (PID)
• 2.5” LCD Main Touch screen
• Pulse/auto steam controls
• Group back flush button
• Automatic cleaning
• Cool touch steam wands
• Auto Steamer (Option)
• LED lighting
• Customizable panels 

• Side Panels 
• Back panel

• PID Control
• Volumetric dosing (5 button keypad)
• Double Pre infusion
• Automatic cleaning
• Customizable panels 

• Side Panels



Welbilt reserves the right to make changes to the design or specifications without prior notice.
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• PID control (except Mini 2gr)
• Cool touch steam wands
• Built-in rotatory pump
• Pre infusion chamber group head

• Group auto cleaning cycle
• Cleaning/maintenance warnings 

(except Mini 2gr)
• Black panels

Standard Features Supplied Accessories
• 55-cm inlet hose
• x3 Blindfilter
• Drain tube (150 cm)

NOTE: Please check your regional price list for available versions/options and part numbers.

ONYX PRO 3GR 4B ONYX PRO 2GR 3B ONYX 3GR ONYX 2GR ONYX MINI 2GR

Height, width, depth
520, 1000, 585 mm

21, 39.8, 23 “
520, 720, 585 mm

21, 28.3, 23”
520, 1000, 585 mm

21, 39.8, 23 “
520, 720, 585 mm

21, 28.3, 23”
520, 490, 585 mm

21, 19.3, 23“

Weight 95 Kg | 209.4 lb 70 Kg | 154.3 lb 95 Kg | 209.4 lb 67 Kg |147.8 lb 47 Kg |103.6 lb

Power ratings

(Power ratings+OPTIONS)

380-415V 3N~ 6420W 
50-60 Hz
(O) Auto Steamer: 
380-415V 3N~ 6440W 
50-60 Hz 

220-240V 1N~ 3350W 
50-60 Hz  
(O) 3Ph:  
380-415V 3N~ 4840W 
50-60 Hz 
(O) 3Ph + Auto Steamer: 
380-415V 3N~ 4860W 
50-60 Hz

380-415V 3N~ 6350W 
50-60 Hz

220-240V 1N~ 3350W 
50-60 Hz

220-240V 1N~ 2800W 
50-60 Hz

Boiler(s) capacity 17.5 l + 3 x 1.5 l 11.5 l + 2 x 1.5 l  17.5 l 11.5 l 6 l

Boiler operation pressure 0.8 to 1.2 bar 0.8 to 1.2 bar 0.8 to 1.2 bar 0.8 to 1.2 bar 0.8 to 1.2 bar

Water connection 3/8” Internal thread 3/8” Internal thread 3/8” Internal thread 3/8” Internal thread 3/8” Internal thread

Noise level <70dB <70dB <70dB <70dB <70dB

TA (high group head) P P Option Option Option

Nº steam wands + HW tap 2+1 2+1 2+1 2+1 1+1

Extra steam wand  – –  –  –  Option

Rotary taps  – –  P P P

Auto hot water tap dose P P – –
Option 

(only with an extra steam wand)

Lever taps P P –   – –  

Auto steamer Option Option –  – –  

PID CONTROL –   – P P

Multiboiler (PID) P P  – –  –  

Electronic pre infusion  – –  P P P

Adjustable electronic  
pre infusion P P –   – –  

Volumetric dosing  
(5 keypad button) –   – P P P

Volumetric dosing  
+ group display P P – – – 

Main Digital display  –  – P P – 

Main Touch screen P P – – – 

Special customization On request On request On request On request On request

Body covers Side and back glass panels Side and back glass panels Side panels Side panels Side panels

Barista lights P P – – – 

Panel lighting P P – – – 

ECO Mode P P – – – 

Auto On/OFF P P P P – 

Cleaning/maintenance 
warnings P P P P – 

Single+Double portafilter 1+3 1+2 1+3 1+2 1+1

Technical specifications

INSTALLATION NOTE: Please refer to the User Manual and the Technical Manual.


